OKi Cartridges

DxP DesoLDERING TIPS

Compatible with: MFR-DSX, MFR-DSI, MFR-SDX, MFR-SDI Systems and MFR-HDS hand-piece
All dimensions shown are in mm (inches)

A B TYPE
DFP-CN2 0.67 1.80 Standard
DCP-CN2 (.026) (.070)
. DFP-CN3 0.79 2.05 Standard
S DCP-CN3 (.031) (.080)
DFP-CN4 1.05 2.30
DCP-CN4 (041) (.09 Standard
— DFP-CN5 1.31 2.65
3 DCP-CN5 (.052) (.104) Standard
5.54mm
0.218"
DFP-CN6 1.55 2.85
Standard DCP-CN6 (.061) (.112) Standard
DFP-CN7 2.44 3.65 Standard
DCP-CN7 (.096) (.143)
EC, DFP-CNL3 0.79 2.05 Lona Reach
12.80mm DCP-CNL3 (.031) (.080) 9
0.503"
Long Reach DFP-CNL4 1.05 2.30 Lona Reach
DCP-CNL4 (.041) (.090) 9
DFP-CNL5 1.31 2.65 Lona Reach
DCP-CNL5 (.052) (.104) g

F = FR4 | Fiber Glass, for most standard applications C = Ceramic for high thermal demand applications
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